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General Informations

Filter Type . Cartridge Cartridge Cartridge Cartridge Cartridge

Filter Material ~ %100 Polyester %100 Polyester %100 Polyester %100 Polyester %100 Polyester

Filter Quantity J1 1 1 2 2

Filtration Area J12m? 12nm? 10 m? 2x10m? 2x10m?

Filter Efficiency T Up to 99%* Up to 99%* Up to 99%* Up to 99%* Up to 99%*

Filter Dimensions ; @380-400 mm @380 - 400 mm @327 - 600 mm @327 - 600 mm @327 - 600 mm

Cleaning Method ; Manuel Manuel Manuel Manuel Jet Pulse
Technical In formatrons

Dimensions » 570x570x940 mm 570x570x940 mm  660x810x1065 mm 660x810x1530 mm 660x810x1530 mm

Weight . 110 kg 115 kg 185 kg 205 kg 225 kg

Engine Power / Cycle ! 1,1kW-2.2950¢/m 11kW- 2.950¢/m 1,1kW-2.950¢c/m 1,5kW-2.950¢/m 1,5kW-2.950c¢/m

Sound Level r 72dB 72 dB 74 dB 77 dB 77 dB
Fan Capacity 2200 m*/h 2,200 m*/h 2,200 m*/h 3.000 m*/h 3.000 m*/h
Suction Capacity * 1.300 m*/h 2x 750 m*/h 1.300 m*/h 2x1.000 m*/h 1x1.000 m%/h
Max. Operating Temp. ! 80°C 80°C 80°C 80°C 80°C
Flexible Arm Dim, > 0160-3m @160 - 3m 7160 - 3m 7160 - 4m 7160 - 4m

Inside Support 2 x Inside Support Outside Support 2 x Outside Support 2 x Outside Support

*Provided by changing the cartridge filter when demanded.



